
RESIN SUPPLIERRESIN SUPPLIER
LABEL REQUIREMENTSLABEL REQUIREMENTS

STANDARDSTANDARD

All resin label size specifications are (4 inches x 8 inches).  Larger label formats may be used, so long as human readable and 
barcode sizes are adhered to. Also note that the information contained on the label comes from the DELJIT Shipping Schedule.  
At this time, we are not prepared to integrate 2-Dimensional barcodes (PDF417) into our ERP computer system.  

Notes regarding the labels:
All barcodes are to be AIAG Standard CODE 39.

All data identifiers to be included as a prefix in the barcode but must not appear within 
the Human Readable (HR) portion.

A Quiet Zone must be maintained at beginning & ending of each barcode segment.

All barcodes are to be 4/10” tall.

Human Readable data portions for Part, PO#, Serial, and Quantity must be at least 2/10” (tall) x 1/10” (wide).  Data fields for 
LOT#, Desc., Line Feed, & Supplier must be at least 1.5/10” X 1/10”.  LDR and RESIN data should be 3/10” (tall) x 1.5/10” 
(wide) or larger.

Customer Name: Label Purpose/Use:  Customer Segment of a AIAG Label 
to be used on a single container holding one resin with a 
single part number.Summit Polymers, Inc.
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Note 2:  If no data transmitted in PCI segments, corresponding field is blank.
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